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NOTES:
ID 124" PIPE 1. POSTS: SCHEDULE 40 PIPE.
aD 154" TRIPLE COATED HIGH TENSILE STEEL PIPE OR
ROLL-FORMED C—-SECTION OF THE SIZE SHOWN IN
% THE CHART AND AS DEFINED IN THE STANDARD
SPECIFICATION. WEIGHT IN Ib/ft WITH TOLERANCE
OF 5 PERCENT. OTHER TYPES OF POSTS WITH
EQUAL OR GREATER SECTION MODULUS MAY
BE USED I1F APPROVED, IN ADVANCE, BY THE
ENGINEER. %
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HEIGHT | DEPTH | LENGTH SIZE OF POSTS
HE IGHT GATE OPENING GATE POST |GATE FRAME of | or | of eno |-EBE™ %
FABRIC | POSTS COggER LINE END, CORNER & PULL POSTS LINE POST MIN.SIZE =
SINGLE TO 6’ OR DOUBLE TO 12’ 2" 1" buLL PosTs | POSTS NOM. |OUTSIDE | PIPE WEIGHT NOM. | QUTSIDE| PIPE WEIGHT OUTSIDE DIMENSIONS - Eg w
UNDER ' : ’ : | slze DIA. ASTM | TRIPLE | SIZE DIA. ASTM | TRIPLE Co6ECTION WT/FT > =
Y SINGLE OVER 6’ TO 8’ OR DOUBLE OVER 12’ TO 16 21 o A 120 COAT A 120 COAT zZ i =
/7 -
SINGLE OVER 8’ TO 12’ OR DOUBLE 16’ TQ 24’ 3, 7 3’ 10’ 9'-8" 21, | 2.875" 5.79 4.64 2" 2.375" 3.65 3.11 1.875 x 1.625 2.28 < L 2
=
6’ SINGLE TO 6’ OR DOUBLE TQ 12' 21" 6’ 3’ 9’ 8’ -8" 2" 2.375" 3.65 3.1 117, 1.900" 2.72 2.23 1.875 x 1.625 1.85 23 %
VER SINGLE OVER 6’ TO 13’ OR DOUBLE OVER 12’ TQ 24’ 30, 5’ 3 8’ 7'-8" 2" 2.375" 3.65 3.1 117" 1.900" 2.72 2.23 1.875 x 1.625 1.85 €
* 115" I
SINGLE QVER 13’ TO 18’ OR DOUBLE QVER 24’ TO 36’ 6" : 4q’ 2’ 6’ 5'-8" 2" 2.375" 3.65 3.1 115" 1.900" 2.72 2.23 1.875 x 1.625 1.85 %
SINGLE OVER 18’ OR DOUBLE QVER 36’ 8" 3! 2’ 5’ 4'-8" 2" 2.375" 3.65 3.11 112, 1.900" 2.72 2.23 1.875 x 1.625 1.85 »
STD DWG
% GATES OVER 6’ IN HEIGHT AND WIDER THAN 12’ WILL REQUIRE FG 6
3 INDUSTRIAL PRESSED STEEL HINGES.




